
MODEL KW DIMENSIONS (WXD+XH) W/LEGS SHIP WEIGHT
C-4 4 33 x 53 x 50 cm 48 kg
C-5 5 33 x 53 x 50 cm 48 kg
C-6 6 33 x 53 x 50 cm 54 kg
C7 7 33 x 53 x 50 cm 54 kg
C-9 9 33 x 53 x 50 cm 54 kg
C-12 12 33 x 53 x 50 cm 54 kg
C-13 13.5 33 x 53 x 50 cm 54 kg
C-15 15 33 x 53 x 50 cm 54 kg
C-17† 17.25 33 x 53 x 50 cm 54 kg
C-18§ 18 33 x 53 x 50 cm 54 kg
C-24 24 46 x 61 x 46 cm 64 kg
C-27 27 46 x 61 x 46 cm 64 kg
C-30 30 46 x 61 x 46 cm 64 kg
C-36 36 46 x 61 x 46 cm 64 kg
C-39 39 46 x 61 x 46 cm 64 kg
C-45• 45 46 x 61 x 46 cm 64 kg
C-54 54 46 x 61 x 46 cm 64 kg
C-58 58.5 46 x 61 x 46 cm 64 kg
➤ NOTE: Only 6, 7 & 9kw models can be field converted to single phase (units are shipped
3-phase open delta). Larger branch circuit required than for balanced 3-phase of equal kw.
(Balanced 3-phase available in 4-6 & 9kW models. Consult factory.) 208 and 240 Volt only.
➤ NOTE: CE Mark available on models 6 through 30kW, 380-400 Volts, 3-phase only.
➤ NOTE: Models C-4 through C-18, add 13 cm and models C-24 through C58, add 17 cm
for temperature/pressure relief valve.
†  17.25kW models available in 208v 3-phase only.
§  18kW models not available in 208v 3-phase.
•  Not available in 208v single phase.

Model C-18

ALL ELECTRIC BOOSTER  
MODELS FEATURE:
Voltage: 208 or 240, single phase.

208, 240, 380, 415 or 480, three phase.

Models Shipped with: Castone® tank, 

low-water cut-off (LWCO), temperature/

pressure relief valve, cast iron pressure

reducing valve, two temperature/pressure

gauges, indicator light and on/off switch.

CASTONE® LINED TANK LIMITED 

WARRANTY FOR 10 YEARS.

OPTIONS (NOT FOR RETROFIT) –
Stainless Steel Body and Base
SSBB 4kw-18kw Models
SSBB 24kw-58kw Models
PRVB Brass Pressure Reducing Valve with By-Pass in lieu of Cast Iron
FLOOR MOUNT Floor Mounting Hardware in lieu of Standard 15 cm Legs
SSA-LEGS Stainless Steel Adjustable Legs 15-20 cm in lieu of Standard 15 cm Legs
BOOSTER BRKT Slide Brackets in lieu of Standard 15 cm Legs

Model C-24

COMPACT 22˚C 39˚C
MODEL RISE RISE

C-4 151 lph 87 lph

C-5 189 lph 110 lph

C-6 227 lph 129 lph

C-7 265 lph 151 lph

C-9 341 lph 197 lph

C-12 454 lph 261 lph

C-13 511 lph 292 lph

C-15 572 lph 326 lph

C-17 655 lph 375 lph

C-18 686 lph 390 lph

C-24 912 lph 522 lph

C-27 1026 lph 587 lph

C-30 1139 lph 651 lph

C-36 1367 lph 780 lph

C-39 1480 lph 848 lph

C-45 1711 lph 977 lph

C-54 2052 lph 1174 lph

C-58 2226 lph 1268 lph

WATER TEMPERATURE
RECOVERY TABLE

✶Call for Pricing on New Unit!
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ITEM PART
NO. NO. DESCRIPTION
1 01-01-001 Tank, Galvanized, 4kw-5kw

01-02-001 Tank, Castone, 4kw-5kw
2 01-01-002 Tank, Galvanized, 6kw-7kw-9kw

01-02-002 Tank, Castone, 6kw-7kw-9kw
3 01-01-003 ■ Tank, Galvanized, 10.5kw-18kw

01-02-003 ■ Tank, Castone, 10.5kw-18kw
4 02-16-024 Thermostat 351-254026
5 02-04-400 Element, 4kw-4000w, 208v

02-04-401 Element, 4kw-4000w, 240v
02-04-404 Element, 4kw-4000w, 480v
02-04-500 Element, 5kw-5000w, 208v
02-04-501 Element, 5kw-5000w, 240v
02-04-502 Element, 5kw-5000w, 480v
02-04-302 Element, 6kw-3000w, 208v (2 qty.)
02-04-303 Element, 6kw-3000w, 240v (2 qty.)
02-04-305 Element, 6kw-3000w, 480v (2 qty.)
02-04-350 Element, 7kw-3500w, 208v (2 qty.)
02-04-351 Element, 7kw-3500w, 240v (2 qty.)
02-04-352 Element, 7kw-3500w, 480v (2 qty.)
02-04-450 Element, 9kw-4500w, 208v (2 qty.)
02-04-451 Element, 9kw-4500w, 240v (2 qty.)
02-04-453 Element, 9kw-4500w, 480v (2 qty.)
02-04-350 Element, 10.5kw-3500w, 208v (3 qty.)
02-04-351 Element, 10.5kw-3500w, 240v (3 qty.)
02-04-352 Element, 10.5kw-3500w, 480v (3 qty.)
02-04-400 ■ Element, 12kw-4000w, 208v/3 ph (3 qty.)
02-04-401 ■ Element, 12kw-4000w, 240v/3 ph (3 qty.)
02-04-404 Element, 12kw-4000w, 480v (3 qty.)
02-04-450 Element, 13.5kw-4500w, 208v (3 qty.)
02-04-451 Element, 13.5kw-4500w, 240v (3 qty.)
02-04-453 Element, 13.5kw-4500w, 480v (3 qty.)
02-04-500 Element, 15kw-5000w, 208v (3 qty.)
02-04-501 Element, 15kw-5000w, 240v (3 qty.)
02-04-502 Element, 15kw-5000w, 480v (3 qty.)
02-04-600 Element, 17.25kw-5750w, 208v
02-04-600A Element, 18kw-6000w, 208v (3 qty.)
02-04-603 Element, 18kw-6000w, 240v (3 qty.)
02-04-605 Element, 18kw-6000w, 480v (3 qty.)

6 05-04-022 3/8"-16 x 1" Sq. Hd. MS (4 qty.)
7 05-04-028 3/8"-16 Hex Nuts (per element) (4 qty.)
8 05-20-299 Aluminum Block Single (w/Gaskets) 
9 3/8"-16 x 7/8" Flat Hd CP MS (4 qty.)
10 3/8"-16 Hex Jam Nut (4 qty.)
11 02-01-002 BW-L Water Control (240v pilot)

02-01-006 LWCO Solid State
12 02-40-001 WCTL3814 Low Water Probe
13 02-16-009 HL4934 Thermodisc ECO
14 02-01-010 Relay, 900 DPST, 120v Coil 

02-01-008 Relay 900 DPST 208/240v Coil
4kw-5kw, 208/240v, 1ph.

15 02-01-011 Contactor, 30A-3P, 120v Coil

ITEM PART
NO. NO. DESCRIPTION

02-01-012 Contactor, 30 Amp, 3 Pole, 208/240v Coil
6, 7kw, 240v, 1 ph.
6, 7, 10.5, 12kw, 240v, 3 ph.
18kw, 208/240v, 1 ph. (2 qty.)
6kw, 208v, 1 ph
6, 10.5kw, 208v, 3 ph.
6-18kw, 480v, 3 ph.
4.5kw, 480v, 1 ph.

02-01-015 Contactor, 50A-3P, 120v Coil
02-01-016 Contactor, 50 Amp, 3 Pole, 208/240v Coil

7, 9kw, 208/240v, 1 Ph.
9, 13.5, 15, 18kw, 240v, 3 Ph.
9, 13.5, 15, 17.2kw, 208v, 3 Ph.

02-01-017 Contactor, 50A-4P, 120v Coil
02-01-018 Contactor, 50 Amp, 4 Pole, 208/240v Coil

10.5, 12, 13.5, 15kw, 208/240v, 1 Ph.
16 02-17-002 Transformer 460/230 Sec.
➤ NOTE: Transformer 02-17-002 used on 480v models prior to 7/1/81.
17 02-17-019 Transformer, All Models
➤ NOTE: Fuse holder not mounted on transformer.  208v, 240v, 277v
and 480v primary – 120v secondary.
18 02-03-005 Fuse, SC-1/2 Amp (480v)

02-03-001 Fuse, AGC-1 Amp (208/240v)
02-03-013 Control Fuse, 480v JJS-1 (2 qty.)
02-03-014 Control Fuse, 208/240v SC-2 (2 qty.)

19 02-03-003 Fuse Block 4396 (AGC-1 Fuses)
02-03-023 Control Fuse Holder, 480v T60030-2S
02-03-022 Control Fuse Holder, 208/240v G30015-2

20 02-15-003 Buchanan Terminal Block (2 qty.)
02-15-004 Buchanan Terminal Block End, 

4-13.5kw, 15kw-240v
02-15-020 15kw-208v, 18kw-N111

21 02-14-012 4-18kw (480v Only) SLU-35 (2 or 3 qty.)
22 02-16-025 106k High Limit Thermostat
23 Circuit Fusing

02-03-030 10.5kw, 208v, 1 ph., 35A (2 qty.)
02-03-032 10.5kw, 208v, 1 ph., 50A (2 qty.)
02-03-031 12kw, 208/240v, 1 ph., 40A (4 qty.)
02-03-030 13.5kw, 208/240v, 1 ph., 35A (2 qty.)
02-03-033 13.5kw, 208v, 1 ph., 60A (2 qty.)
02-03-032 13.5kw, 240v, 1 ph., 50A (2 qty.)
02-03-030 15kw, 208/240v, 1 ph., 35A (2 qty.)
02-03-033 15kw, 208/240v, 1 ph., 60A (2 qty.)
02-03-031 18kw, 208/240v, 1 ph., 40A (6 qty.)

24 Circuit Fuse Block
02-41-005 12-15kw, 208/240v, 1 ph.
02-41-010 18kw, 208/240v, 1 ph. (2 qty.)

■ 12kw, 240v and 208v, 1 ph uses 
2-6000 watt elements and a 2 element tank.

03-02-004 Pr. Reducing Valve

03-02-022 Pr. Relief Valve
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Compact Booster
Water Heater 24KW-58.5KW

✶Call for Pricing
on New Unit!

(800) 877-2662 ❘ WWW.WHALEYFOODSERVICE.COM

ITEM PART
NO. NO. DESCRIPTION
1 01-01-031 Tank, Galvanized

01-02-031 Tank, Castone
2 Element

02-04-400 24kw-4000W, 208V (6 qty.)
02-04-401 24kw-4000w, 240v (6 qty.)
02-04-404 24kw-4000w, 480v (6 qty.)

ITEM PART
NO. NO. DESCRIPTION

02-04-450 27kw-4500w, 208v (6 qty.)
02-04-451 27kw-4500w, 240v (6 qty.)
02-04-453 27kw-4500w, 480v (6 qty.)
02-04-500 30kw-5000w, 208v (6 qty.)
02-04-501 30kw-5000w, 240v (6 qty.)
02-04-502 30kw-5000w, 480v (6 qty.)



ITEM PART
NO. NO. DESCRIPTION

02-04-600 36kw-6000w, 208v (6 qty.)
02-04-603 36kw-6000w, 240v (6 qty.)
02-04-605 36kw-6000w, 480v (6qty.)
02-04-650 39kw-6500w, 208v (6 qty.)
02-04-653 39kw-6500w, 208v (6 qty.)
02-04-655 39kw-6500w, 480v (6 qty.)
02-04-700 45kw-7500w, 208v (6 qty.)
02-04-701 45kw-7500w, 240v (6 qty.)
02-04-703 45kw-7500w, 480v (6 qty.)
02-04-710 54kw-9000w, 208v (6 qty.)
02-04-711 54kw-9000w, 240v (6 qty.)
02-04-713 54kw-9000w, 480v (6 qty.)
02-04-720 58.5kw-9750w, 208v (6 qty.)
02-04-721 58.5kw-9750w, 240v (6 qty.)
02-04-721 58.5kw-9750w, 480v (6 qty.)

3 02-11-012 Element Gasket (6 qty.)
4 05-04-022 3/8"-16 x 1" Bolt (24 qty.)
5 05-04-028 3/8"-16 Nut (24 qty.)
6 02-16-003 KX168-12 Control T-Stat 351-2539 78-102T
7 02-16-025 High Limit 106k 351-254027
8 02-17-019 Transformer, 208/240/277/480v Pri.–120v 

Sec. (After 7/1/81)
➤ NOTE: Transformer 460/230v – 02-17-002 480v models only – 
before July 1, 1981 w/integral fusholder.)
9 Contactors – (120v coil) (After 7/1/81)

02-01-015 24, 27, 30kw – 208/240v – 
1.3ph (50A), 3p (2 qty.)

02-01-015 36, 39kw – 3ph, (50A), 3p (2 qty.)
02-01-015 45, 54, 58.5kw – 480v – 

3ph, (50A), 3p (2 qty.)
02-02-017 36, 39kw – 208v – 3ph, (50A), 4p (3 qty.)
02-01-017 45,54,58.5kw – 208/240v – 

3ph, (50A), 4p (3 qty.)
02-01-017 36, 39, 45kw – 240v – 

1ph, (50A), 4p (3 qty.)
02-01-017 36, 39kw – 208v – 1ph, (50A), 4p (3 qty.)

10 02-40-001 Probe – LWCO
11 02-01-006 LWCO Control – Solid State (02-01-002)
12 02-03-022 Fuse Holder, Control – 208/240v (After 7/1/81)

02-03-023 Fuse Holder, Control – 480v 
13 Terminal Block – 208v 
➤ NOTE: Consult Factory for Single Phase

02-15-021 24 thru 39kw, NC-3
02-15-008 45 thru 58.5kw, U-3

Terminal Block – 240v
02-15-021 24 thru 45kw, NC-3
02-15-008 54 thru 58.5kw, U-3

Terminal Block – 480v
02-15-003 24 thru 45kw, Buch. 212
02-15-021 54 thru 58.5kw, NC-3

ITEM PART
NO. NO. DESCRIPTION
14 02-03-014 Control Fuse, 208/240v (2 qty.) (After 7/1/81)
14A 02-03-013 Control Fuse, 480v (2 qty.) (After 7/1/81)
15 Circuit Fusing (After 1/1/80)

02-03-032 24kw, 240v, 1 ph. (50A) (6 qty.)
02-03-032 24kw, 208v, 1 ph. (50A) (6 qty.)
02-03-031 24kw, 240v, 3 ph. (40A) (6 qty.)
02-03-032 24kw, 208v, 1 ph. (50A) (6 qty.)
02-03-032 27kw, 240v, 1 ph. (50A) (6 qty.)
02-03-032 27kw, 208v, 1 ph. (60A) (6 qty.)
02-03-032 27kw, 240v, 3 ph. (50A) (6 qty.)
02-03-032 27kw, 208v, 3 ph. (50A) (6 qty.)
02-03-033 30kw, 240v, 1 ph. (60A) (6 qty.)
02-03-033 30kw, 208v, 1 ph. (60A) (6 qty.)
02-03-032 30kw, 240v, 3 ph. (50A) (6 qty.)
02-03-033 30kw, 208v, 3 ph. (60A) (6 qty.)
02-03-031 36kw, 240v, 1 ph. (40A) (12 qty.)
02-03-031 36kw, 208v, 1 ph. (40A) (12 qty.)
02-03-033 36kw, 240v, 3 ph. (60A) (6 qty.)
02-03-031 36kw, 208v, 3 ph. (40A) (12 qty.)
02-03-031 39kw, 240v, 1 ph. (40A) (12 qty.)
02-03-031 39kw, 208v, 1 ph. (40A) (12 qty.)
02-03-033 39kw, 240v, 3 ph. (60A) (6 qty.)
02-03-031 39kw, 208v, 3 ph. (40A) (12 qty.)
02-03-031 45kw, 240v, 1 ph. (40A) (12 qty.)
02-03-031 45kw, 240v, 3 ph. (40A) (12 qty.)
02-03-032 45kw, 240v, 3 ph. (50A) (12 qty.)
02-03-011 45kw, 480v, 3 ph. (40A) (6 qty.)
02-03-033 54kw, 208v, 3 ph. (60A) (12 qty.)
02-03-032 54kw, 240v, 3 ph. (50A) (12 qty.)
02-03-012 54kw, 480v, 3 ph. (50A) (6 qty.)
02-03-033 58.5kw, 208v, 3 ph. (60A) (12 qty.)
02-03-032 58.5kw, 240v, 3 ph. (50A) (12 qty.)
02-03-012 58.5kw, 480v, 3 ph. (50A) (6 qty.)

JJN 300v, 208/240v
JSS 600v, 480v

16 Circuit Fuse Block
02-41-005 24-30kw, 208/240v, 1 ph. (2 qty.)
02-41-010 36-39kw, 208/240v, 1ph. (4 qty.)
02-41-010 45kw, 240v, 1ph. (4 qty.)
02-41-005 45kw, 240v, 1ph.
02-41-001 24-30kw, 208v, 3 ph.
02-41-005 —
02-41-005 24-39kw, 240v, 3 ph.
02-41-001 —
02-41-005 36-58.5kw, 208v, 3 ph. (3 qty.)
02-41-005 45-58.5kw, 240v, 3 ph. (3 qty.)
02-41-030 45-58.5kw, 480v, 3 ph. (2 qty.)
03-02-004 Pr. Reducing Valve
03-02-022 Pr. Relief Valve
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MODEL KW DIMENSIONS (WxDxH) SINK AREA PHASE SHIP WEIGHT
3CS-3 3.0 17 x 43 x 32 cm 38 cm Sq. or Less 1 11 kg

3CS-4 4.5 17 x 43 x 32 cm 41-46 cm Sq. 1 11 kg

3CS-6 6.0 17 x 43 x 32 cm 48-53 cm Sq. 1 12 kg

3CS-9 9.0 17 x 43 x 32 cm 53-64 cm Sq. 1 12 kg

3CS-3B† 3.0 20 x 44 x 32 cm 38 cm Sq. or Less 3 14 kg

3CS-4B† 4.5 20 x 44 x 32 cm 41-46 cm Sq. 3 14 kg

3CS-6B† 6.0 20 x 44 x 32 cm 48-53 cm Sq. 3 14 kg

3CS-9B† 9.00 20 x 44 x 32 cm 53-64 cm Sq. 3 14 kg

➤ NOTE: CE Mark available on 3, 6 and 9kW balanced units only.

†  Balanced 3-phase.

SIZING INFORMATION
➤ For a Sink Heater: 2.2 watts per square cm 

of vessel top

➤ 3CS Sink Heaters are sized based on 60°C 

supply water with a 30 minute preheat period to 

reach the sanitizing temperature. Sink Heaters are

mounted into the third compartment sink with stan-

dard plumbing fittings provided. Two 5 cm diameter

holes are required for these fittings and a full size

template is provided to locate holes in the sink. The

3CS Sink Heater is easily attached to the plumbing 

fittings with self-contained unions.

OPTIONS (NOT FOR RETROFIT) –
➤ NOTE: Specify either monitor or light, not both.

SSBB All Stainless Steel Body and Base

TEMP MON Temperature Monitor (Built-in) 

TEMP LIGHT Temperature Light

Model 3CS-9 with 
optional temperature 

monitor

ALL SINK HEATER 
MODELS FEATURE:
Voltage:

208 or 240, single phase

and 208, 240, 380 

(no 4kW) or 415 (no

4kW), three-phase.

480 three-phase available.

Models Shipped with:

Stainless steel front, silver

gray hammertone body

and black base.

350 (800) 877-2662 ❘ WWW.WHALEYFOODSERVICE.COM
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Parts Common to All CS Models
ITEM PART
NO. NO. DESCRIPTION
1 02.19.008A.00 On/ Off Power Switch  

2 02.16.003A.00 Control, Thermostat,

192° F (89° C)  

3 02.16.004.00 Thermostat, Overtemp,

205° F (96° C)  

4 02.16.004A.00 Thermostat, At- Temp,

175° F (79° C), (optional)  

5 05.04.062.00 Mounting Bolts (4- 8 qty.)

6 05.06.005.00 Gasket, Element (1- 2 qty.)

7 R03.40.014.00 Drain Cap, 

Heating Compartment  

8 03.02.001B.00 Handle, Sump Drain  

9 03.02.002.00 Ball Valve, Sweat Fitting

(old style)  

10 03.02.001.00 Ball Valve, Thread Fitting

(new style)  

11 03.01.005.00 Temperature Monitor

(optional)  

ITEM PART
NO. NO. DESCRIPTION
12 05.06.026.00 Stopper, Rubber  

13 R05.30.009.00 Sink Strainer Assembly Kit (2 qty.)

14 R00.05.0002.00 Strainer Gasket Kit  

15 02.19.150.00 Indicator Light, Green  

16 02.19.151.00 Indicator Light, Red  

17 02.19.152.00 Indicator Light, Yellow  

18 05.06.010.00 Hose with Adaptor 

19 05.06.008.00 Grommets, Black 

Molded Rubber (2 qty.)

20 02.20.026.00 Drain Screen Plug, 1" (3 cm)  

21 R02.01.025.00 Control Relay 

22 04.20.003.00 Mounting Bracket,

Thermostat (for #3 & #4)  

23 04.20.004.00 Mounting Bracket,

Control Thermostat (for #2)  

24 05.30.009A.00 Brass Locknut (2 qty.)

25 05.06.009.00 Union Gasket (2 qty.)

(800) 877-2662 ❘ WWW.WHALEYFOODSERVICE.COM

Our inventory of parts serves the needs of more than 100
Whaley Foodservice Technicians, and meets the needs of 
our parts customers as well. This inventory is managed by
our state-of-the-art computer system which counts every
individual transaction to continuously adjust stocking levels. 

WE HAVE ONE OF THE LARGEST INVENTORIES 
OF OEM PARTS IN THE NATION!



(Illustration on page 351.)

Parts Common to All CS Models
ITEM
NO. DESCRIPTION 208V/60Hz 240V/60Hz 480V/60Hz
26 Heating Element (2 qty.) R02.06.300.00 R02.06.301.00 R02.06.303.00

27 Power Relay 02.01.008.00 02.01.008.00 02.01.008.00

28 Mounting Bracket, Terminal Block 04.20.001.00 04.20.001.00

29 Transformer R02.17.002.00

30 Mounting Bracket, Transformer 04.20.033.00

31 Fuse (AGC- 1) (2 Pack) R02.03.001.02

32 Fuse Holder 02.03.004.00

33A Water Tank

33B Water Tank R01.04.002.00 R01.04.002.00 R01.04.002.00

34 Terminal Block R02.15.003.00 R02.15.003.00 R02.15.003.00

35 Contactor (1- 2 qty.) 02.01.016.00

36 Indicator Light, Blue

Rubber Cover, Toggle Switch

38 Jacket, Painted 04.06.087.00 04.06.087.00 04.06.089.00

Jacket, SS 04.06.088.00 04.06.088.00 04.06.090.00

39 Base, Painted 04.06.007.00 04.06.007.00 04.06.113.00

Base, SS 04.06.009.00 04.06.009.00 04.06.114.00

40 Rear Plate, Painted 04.06.021.00 04.06.021.00 04.06.022.00

Rear Plate, SS 04.06.003A.00 04.06.003A.00 04.06.004A.00

41 Front Cover For Two 

Indicator Lights 04.06.070.00 04.06.070.00 04.06.073.00

Front Cover For One 

Indicator Light 04.06.072.00 04.06.072.00

42 Base Front, Painted 04.06.076.00 04.06.076.00 04.06.081.00

Base Front, SS 04.06.077.00 04.06.077.00 04.06.082.00

Base Front With Monitor Hole, Painted 04.06.078.00 04.06.078.00 04.06.083.00

Base Front With Monitor Hole, SS 04.06.079.00 04.06.079.00 04.06.084.00

43 Bottom Cover, Painted 04.06.015.00 04.06.015.00 04.06.016.00

Bottom Cover, SS 04.06.017.00 04.06.017.00 04.06.018.00

Electrical Diagram HS1- 3570 HS1- 3570 HC1- 580
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➤ NOTE: WE ARE ABLE TO SELL THESE UNITS AS A REPLACEMENT ONLY.

MODEL DESCRIPTION WIDTH WATTS SHIP WEIGHT
GRA-18 Standard Watt 46 cm 250 3 kg

GRA-24 Standard Watt 61 cm 350 3 kg

GRA-30 Standard Watt 76 cm 450 4 kg

GRA-36 Standard Watt 91 cm 575 4 kg

GRA-42 Standard Watt 107 cm 675 5 kg

GRA-48 Standard Watt 122 cm 800 5 kg

GRA-54 Standard Watt 137 cm 925 6 kg

GRA-60 Standard Watt 152 cm 1050 6 kg

GRA-66 Standard Watt 168 cm 1160 7 kg

GRA-72 Standard Watt 183 cm 1275 8 kg

GRA-84 Standard Watt 213 cm 1500 9 kg

GRA-96 Standard Watt 244 cm 1725 10 kg

GRA-108† Standard Watt 274 cm 1850 10 kg

GRA-120† Standard Watt 305 cm 2100 12 kg

GRA-132† Standard Watt 335 cm 2320 14 kg

GRA-144† Standard Watt 366 cm 2550 15 kg

GRAH-18 High Watt 46 cm 350 3 kg

GRAH-24 High Watt 61 cm 500 3 kg

GRAH-30 High Watt 76 cm 660 4 kg

GRAH-36 High Watt 91 cm 800 4 kg

GRAH-42 High Watt 107 cm 950 5 kg

GRAH-48 High Watt 122 cm 1100 5 kg

GRAH-54 High Watt 137 cm 1250 6 kg

GRAH-60 High Watt 152 cm 1400 6 kg

GRAH-66• High Watt 168 cm 1560 7 kg

GRAH-72• High Watt 183 cm 1725 8 kg

GRAH-84† High Watt 213 cm 2050 9 kg

GRAH-96† High Watt 244 cm 2400 10 kg

GRAH-108† High Watt 274 cm 2500 10 kg

GRAH-120† High Watt 305 cm 2800 12 kg

GRAH-132† High Watt 335 cm 3120 14 kg

GRAH-144† High Watt 366 cm 3450 15 kg

➤ NOTE:  CE Mark available, maximum width 244 cm.

†  Glo-Ray models GRA-108 through GRA-144, GRAH-108 through GRAH-144 and 120 volt models

of GRAH 84 and GRAH-96 contain tandem elements individually controlled.

•  120 volt models with infinite switch require tandem elements, consult factory for additional

charges.

Model GRAH-36
with optional Designer

color and infinite 
switch and accessory 

c-leg stand

ALL ALUMINUM 
MODELS FEATURE:
Voltage:

120, 208, 220 or 240, single

phase.

Toggle Switch (Max. 15 Amps)

Location: Chef’s left side 

(Unless otherwise specified).

Leads:

15 cm pigtail leads – 

server’s right.

Dimensions:

46-366 W x 15 D x 6 H cm.

ALL GLO-RAY METAL SHEATHED

HEATING ELEMENTS WARRANTED

AGAINST BURNOUT AND 

BREAKAGE FOR TWO YEARS.
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(Illustration on page 355.)

ITEM NO. DESCRIPTION 120V 208V 240V

1 Rubber Boot for Toggle Switch, Slip On 02.20.283.00 02.20.283.00 02.20.283.00
2 Rubber Boot for Toggle Switch, 

Threaded (Optional) 02.20.040.00 02.20.040.00 02.20.040.00
3 Backup Element Support Plate 

with Insulation (2 qty.) R04.09.056.00 R04.09.056.00 R04.09.056.00
4 Bottom End Cover (2 qty.) 04.08.055.00 04.08.055.00 04.08.055.00
5 Hanger Tab (4 qty.) 04.08.042.00 04.08.042.00 04.08.042.00
6A End Plate, RH 6" (15 cm) 04.09.051.00 04.09.051.00 04.09.051.00
6B End Plate, RH 9" (23 cm) (Lighted Unit) 04.09.114.00 04.09.114.00 04.09.114.00
7A End Plate, LH 6" (15 cm), 

with Grounding Bracket 04.09.057.00 04.09.057.00 04.09.057.00
7B End Plate, 9" (23 cm) LH (Lighted Unit) 04.09.115.00 04.09.115.00 04.09.115.00
8 Toggle Switch (1-2 qty.) R02.19.016.00 R02.19.008A.00 R02.19.008A.00
9 Cord and Plug

(Available Only on 120 Volt Models Up to R02.18.030.00 --- ---
6" -183 cm- with C-Leg or T-Leg stand)

10 Cord Grip 02.20.206.00 --- ---
11 Terminal Block --- --- ---
12 Cover Plate, 4" (10 cm) (Lighted Unit) 04.11.003.00 04.11.003.00 04.11.003.00
13 Cover Plate, Support LH (Lighted Unit) 04.09.134.00 04.09.134.00 04.09.134.00
14 Tandem Center Cover (2 qty.) 04.08.049.00 04.08.049.00 04.08.049.00
15 Infinite Switch with Knob R02.19.018.00 R02.19.017.00 R02.19.019.00
16 Knob, Infinite Switch 05.30.043.00 05.30.043.00 05.30.043.00
17 Noise Suppression --- --- ---
18 Infinite Switch Plate 07.01.034.00 07.01.034.00 07.01.034.00
19 Indicator Light, Red 02.19.154.00 02.19.151.00 02.19.151.00

Indicator Light, Green --- --- ---
20 Switch Guard – Toggle 04.08.240.00 04.08.240.00 04.08.240.00
21A Toggle Switch On/Off Indicator 07.01.058.00 07.01.058.00 07.01.058.00
21B Toggle Switch Plate 07.01.035.00 07.01.035.00 07.01.035.00
22 Light Bulb, Coated, 60 Watt 02.30.043.00 02.30.043.00† 02.30.043.00†
23 Light Socket (Single) with Leads 02.30.044.00 02.30.044.00 02.30.044.00
24 Light Socket (Double) with Leads 02.30.045.00 02.30.045.00 02.30.045.00
†  120 Volt circuit for light only.

MOUNTING PARTS OPTIONAL TO ALL MODELS
25 R04.08.047.00 SS Adjustable Tubular Stand 10"-14" (25-36 cm) (2 qty.)
26A 04.09.060A.00 End Cover – Power Supply Adjustable Tubular Stand 
26B 04.09.060B.00 End Cover – Adjustable Tubular Stand
27 R00.05.0020.00 Non-Adjustable Tubular Stand, 10" (25 cm) (2 qty.)

R00.05.0022.00 Non-Adjustable Tubular Stand, 12" (30 cm) (2 qty.)
R00.05.0024.00 Non-Adjustable Tubular Stand, 14" (36 cm) (2 qty.)
R00.05.0026.00 Non-Adjustable Tubular Stand, 16" (41 cm) (2 qty.)

28 04.08.061.00 End Cover – Non-Adjustable Tubular Stand (2 qty.)
29 R04.08.043.00 C-Legs Stands, Standard Watt 10" (25 cm) Clearance 

for Models up to 6' (183 cm) (2 qty.)*
30 R04.08.071.00 C-Legs Stands, High Watt 13-1/2" (34 cm) Clearance (2 qty.)*
31 R04.08.076.00 T-Leg Stands, Standard Watt 10" (25 cm) Clearance (2 qty.)*

R04.08.075.00 T-Leg Stands, High Watt, 13-1/2" (34 cm) Clearance (2 qty.)*
R04.08.074.00 T-Leg Stands, 16" (41 cm) Clearance (2 qty.)*
R04.08.073.00 T-Leg Stands, 18" (46 cm) Clearance (2 qty.)*

32 04.08.050.00 Adjustable Angle Bracket (2 qty.) 
33 05.03.021.00 Chain #12 Sold By the Foot

05.03.020.00 Chain #14 Sold By the Foot

*  Available only for 120 Volt units, less than 6' (183 cm) in length with a power cord and plug set attached.
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ITEM NO. 34–ELEMENTS (cont.)
GLO-RAY® MODELS – STANDARD WATTAGE*

PART NO. DESCRIPTION
R02.08.031.00 18" (46 cm) 250w 120v
R02.08.001.00 24" (61 cm) 350w 120v
R02.08.002.00 24" (61 cm) 350w 208v
R02.08.003.00 24" (61 cm) 350w 240v
R02.08.026.00 30" (76 cm) 450w 120v
R02.08.027.00 30" (76 cm) 450w 208v
R02.08.028.00 30" (76 cm) 450w 240v
R02.08.004.00 36" (91 cm) 575w 120v
R02.08.005.00 36" (91 cm) 575w 208v
R02.08.006.00 36" (91 cm) 575w 240v
R02.08.007.00 42" (107 cm) 675w 120v
R02.08.008.00 42" (107 cm) 675w 208v
R02.08.009.00 42" (107 cm) 675w 240v
R02.08.010.00 48" (122 cm) 800w 120v
R02.08.011.00 48" (122 cm) 800w 208v
R02.08.012.00 48" (122 cm) 800w 240v
R02.08.025.00 54" (137 cm) 925w 120v
R02.08.029.00 54" (137 cm) 925w 208v
R02.08.030.00 54" (137 cm) 925w 240v
R02.08.013.00 60" (152 cm) 1050w 120v
R02.08.014.00 60" (152 cm) 1050w 208v
R02.08.015.00 60" (152 cm) 1050w 240v
R02.08.032.00 66" (168 cm) 1160w 120v
R02.08.033.00 66" (168 cm) 1160w 208v
R02.08.034.00 66" (168 cm) 1160w 240v
R02.08.016.00 72" (183 cm) 1275w 120v
R02.08.017.00 72" (183 cm) 1275w 208v
R02.08.018.00 72" (183 cm) 1275w 240v
R02.08.019.00 84" (213 cm) 1500w 120v
R02.08.020.00 84" (213 cm) 1500w 208v
R02.08.021.00 84" (213 cm) 1500w 240v
R02.08.022.00 96" (244 cm) 1725w 120v
R02.08.023.00 96" (244 cm) 1725w 208v
R02.08.024.00 96" (244 cm) 1725w 240v
* Length listed is the foodwarmer housing, not the heating 
element length.

ITEM NO. 34–ELEMENTS
GLO-RAY® MODELS – HIGH WATTAGE*

PART NO. DESCRIPTION
R02.08.126.00 18" (46 cm) 350w 120v
R02.08.137.00 18" (46 cm) 350w 208v
R02.08.135.00 18" (46 cm) 350w 240v
R02.08.101.00 24" (61 cm) 500w 120v
R02.08.102.00 24" (61 cm) 500w 208v
R02.08.103.00 24" (61 cm) 500w 240v
R02.08.127.00 30" (76 cm) 660w 120v
R02.08.128.00 30" (76 cm) 660w 208v
R02.08.129.00 30" (76 cm) 660w 240v
R02.08.104.00 36" (91 cm) 800w 120v
R02.08.105.00 36" (91 cm) 800w 208v
R02.08.106.00 36" (91 cm) 800w 240v
R02.08.107.00 42" (107 cm) 950w 120v
R02.08.108.00 42" (107 cm) 950w 208v
R02.08.109.00 42" (107 cm) 950w 240v
R02.08.110.00 48" (122 cm) 1100w 120v
R02.08.111.00 48" (122 cm) 1100w 208v
R02.08.112.00 48" (122 cm) 1100w 240v
R02.08.125.00 54" (137 cm) 1250w 120v
R02.08.130.00 54" (137 cm) 1250w 208v
R02.08.131.00 54" (137 cm) 1250w 240v
R02.08.113.00 60" (152 cm) 1400w 120v
R02.08.114.00 60" (152 cm) 1400w 208v
R02.08.115.00 60" (152 cm) 1400w 240v
R02.08.132.00 66" (168 cm) 1560w 120v
R02.08.133.00 66" (168 cm) 1560w 208v
R02.08.134.00 66" (168 cm) 1560w 240v
R02.08.116.00 72" (183 cm) 1725w 120v
R02.08.117.00 72" (183 cm) 1725w 208v
R02.08.118.00 72" (183 cm) 1725w 240v
R02.08.120.00 84" (213 cm) 2050w 208v
R02.08.121.00 84" (213 cm) 2050w 240v
R02.08.123.00 96" (244 cm) 2400w 208v
R02.08.124.00 96" (244 cm) 2400w 240v
*  Length listed is the foodwarmer housing, not the heating 
element length.
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ITEM PART
NO. NO. DESCRIPTION
1 02.40.002.00 Diode  

2 R02.19.082.00 Selector Switch  

3 02.12.011.00 Cooling Fan Guard  

4 02.15.047.00 Terminal Block (4 Pole)  

5 05.03.024.00 Conveyor Belt 

6 05.03.003.00 Drive Chain  

7 05.07.011.00 Shaft (Front & Rear) (2 qty.) 

8 05.02.011.00 Bearing (4 qty.)

9 04.05.207.00 Bearing Support (4 qty.)

10 05.03.023.00 Groove Pin 1/ 8" x 1" (6 qty.)

11 05.11.035.00 Retaining Clip (4 qty.)

12 05.11.022.00 Bearing Spacer (2 qty.)

13 05.11.002.00 Washer  

14 05.09.041.00 Sprocket- Conveyor (3 qty.)

ITEM PART
NO. NO. DESCRIPTION
15 05.09.042.00 Sprocket- Idler (3 qty.)

16 05.08.006.00 Spring Pin 1/ 8" x 3/ 4"  

17 05.04.044.00 Hollow Lock Screw  

18A 05.30.040.00 Leg 2- 1/ 2" (6 cm) 

Clearance (4 qty.)

18B 05.30.007.00 Leg 4" (10 cm) 

Clearance (4 qty.)

19 04.05.235.00 Toast Ramp  

20 04.05.238.00 Toast Collector Pan  

21 04.05.234.00 Crumb Tray  

22 04.05.215.00 Discharge Vane  

23 02.20.259.00 Cord Grip 

24 02.20.217.00 Snap Plug 3/ 8" Black  

25 05.01.018.00 Motor Bearing Lube  
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ik
®

 Electric Conveyor Toasters

Parts Specific to Model TQ-700

ITEM
NO. DESCRIPTION 120V/60Hz 208V/60Hz 240V/60Hz
29 Rheostat R02.13.101.00 R02.13.111.00 R02.13.111.00

30 Thermostat 02.16.011.00 02.16.011.00 02.16.011.00

31 Elements

200W (10 qty.) R02.09.030.00 R02.09.037.00 R02.09.039.00

325W (2 qty.) R02.09.031.00 R02.09.040.00 R02.09.042.00

32 Gearmotor R02.12.024.00 R02.12.020.00 R02.12.021.00

33 Driven Sprocket 10 Tooth 05.09.020.00 05.09.020.00 05.09.020.00

34 Drive Sprocket 14 Tooth 05.09.025.00 05.09.025.00 05.09.025.00

35 Cooling Fan 02.12.008A.00 02.12.010.00 02.12.010.00

36 Fuse, 1 Amp (2 Pack) R02.03.005A.02

37 Fuse Holder with Fuse R02.19.028.00

38 Knob (2 qty.) 05.30.020.00 05.30.020.00 05.30.020.00

39 Conveyor Feeder Guide 04.05.073.00 04.05.073.00 04.05.073.00

40 Power Cord 02.18.039.00 02.18.036.00 02.18.036.00

T-Block, 3 Pole, Snap In

42 Decal, Control Panel 07.01.109.00 07.01.109.00 07.01.109.00

Electrical Drawing HS1-2963 HS1-2964 HS1-2965
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HATCO
Food Retherm

alizer/Bain-M
arie Heater

ITEM PART
NO. NO. DESCRIPTION
1 02.19.008A. 00 On/ Off Power Switch  

2 02.16.016.00 Control, Thermostat

192° F (89° C) 

3 05.30.021.00 Knob, Thermostat Control 

4 02.16.025A. 00 Thermostat, High Limit

210° F (99° C) 

5 02.01.002.00 Control, Low Water Cut Off

(Optional) 

6 02.40.001.00 Probe, Low Water

(Optional) 

7 02.19.150.00 Indicator Light, Green 

8 05.04.062.00 Mounting Bolts, 

Elements (4-8 qty.)

9 05.06.005.00 Gasket, Element (1-2 qty.)

10 03.02.001.00 Ball Valve, 

Thread Fitting (Old Style) 

11 03.02.002.00 Ball Valve, Sweat Fitting (New Style)

➤ NOTE: Changed to New Style in 1989

ITEM PART
NO. NO. DESCRIPTION
12 03.02.001B. 00 Handle, Sump Drain 

13 R03.40.014.00 Drain Cap,

Heating Compartment 

14 05.06.008.00 Grommets, Black Molded

Rubber (2 qty.)

15 05.06.026.00 Rubber Stopper 

16 05.06.010.00 Flush Hose with Adaptor 

17 R05.30.009.00 Sink Strainer Assembly Kit (2 qty.)

18 R00.05.0002.00 Strainer Gasket Kit 

➤ NOTE: Includes Gaskets For Both Strainers

19 05.30.009A.00 Brass Locknut 

20 05.06.009.00 Union Gasket 

21 02.20.026.00 Drain Screen Plug, 1" 

22 04.20.002.00 Mounting Bracket,

Terminal Block 
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MODEL KW DESCRIPTION (WxDxH) PHASE SHIP WEIGHT
FR-3 3.3 17 x 43 x 31 cm 1 11 kg

FR-4 4.8 17 x 43 x 31 cm 1 11 kg

FR-6 6.3 17 x 43 x 31 cm 1 12 kg

FR-9 9.3 17 x 43 x 31 cm 1 12 kg

FR-3B† 3.3 20 x 44 x 31 cm 3 14 kg

FR-3B† 4.8 20 x 44 x 31 cm 3 14 kg

FR-3B† 6.3 20 x 44 x 31 cm 3 14 kg

FR-3B† 9.3 20 x 44 x 31 cm 3 14 kg

➤ NOTE: CE Mark available on 3, 6 and 9kW balanced units only. Requires Low-Water Cut-Off.

†  Balanced 3-phase.

Model FR-9

ALL FOOD RETHERMALIZER 
MODELS FEATURE:
Voltage:

208 or 240, single phase and

208, 240, 380 (no 4kW) or 

415 (no 4kW), three-phase.

480 three-phase available.

Models Shipped with:

Stainless steel front, silver 

gray hammertone body and 

black base.

✶Call for Pricing on New Unit!
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208V/ 240V/ 480V/
ITEM Single Phase/ Single Phase/ Single Phase/
NO. DESCRIPTION 60Hz 60Hz 60Hz
23A Water Tank R01.04.001.00 R01.04.001.00 R01.04.001.00

23B Water Tank

24 Thermo Disc High Limit For 02.16.009.00 02.16.009.00

Units Built Before 1997

210° F (99° C)

Mounting Bracket For 04.20.019A.00 04.20.019A.00

Thermo Disc High Limit 

26 Cord & Cap 02.18.016.00 02.18.017.00

27 Cord Grip 02.20.209.00 02.20.209.00

28A Heating Element, R02.06.330.00 R02.06.331.00

300/ 3000 Watts

28B Heating Element(s), R02.06.303.00

3000 Watts (qty. 1- 2)

29 Terminal Block R02.15.003.00 R02.15.003.00 R02.15.003.00

30 Power Relay 02.01.008.00 02.01.008.00

31 Contactor 02.01.016.00

32 Transformer R02.17.002.00

33 Fuse (2 Pack) R02.03.001.02

34 Fuse Holder 02.03.004.00

35 Indicator Light, Blue

36 Indicator Light, Yellow 02.19.152.00 02.19.152.00 02.19.152.00

37 Jacket, Painted 04.06.087.00 04.06.087.00 04.06.089.00

Jacket, SS 04.06.088.00 04.06.088.00 04.06.090.00

38 Rear Plate, Painted 04.06.021.00 04.06.021.00 04.06.022.00

Rear Plate, SS 04.06.003A.00 04.06.003A.00 04.06.004A.00

39 Base, Painted 04.06.007.00 04.06.007.00 04.06.113.00

Base, SS 04.06.009.00 04.06.009.00 04.06.114.00

40 Base Front, Painted 04.06.076.00 04.06.076.00 04.06.081.00

Base Front, SS 04.06.077.00 04.06.077.00 04.06.082.00

41 Front Cover For 04.06.070.00 04.06.070.00 04.06.073.00

Two Indicator Lights, SS

Front Cover For 

One Indicator Light, SS 04.06.072.00 04.06.072.00

42 Bottom Cover, Painted 04.06.015.00 04.06.015.00 04.06.016.00

Bottom Cover, SS 04.06.017.00 04.06.017.00 04.06.018.00

Electrical Diagram w/ LWCO HCI-1862 HCI-1862 HCI-1885

Electrical Diagram w/o LWCO HCI-1487 HCI-1487 HCI-1473
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HATCO
Food Retherm

alizer/Bain-M
arie Heater

Parts Specific to Model FR-9
208V/ 240V/ 480V/

ITEM Single Phase/ Single Phase/ Single Phase/
NO. DESCRIPTION 60Hz 60Hz 60Hz
23A Water Tank

23B Water Tank R01.04.002.00 R01.04.002.00 R01.04.002.00

24 Thermo Disc High Limit For

Units Built Before 1997

210° F (99° C)

Mounting Bracket For Thermo

Disc High Limit 

26 Cord & Cap

27 Cord Grip

28A Heating Element, R02.06.480.00 R02.06.481.00

300/ 4500 Watts

28B Heating Element(s), R02.06.450.00 R02.06.451.00 R02.06.452.00

4500 Watts (qty. 1- 2)

29 Terminal Block R02.15.003.00 R02.15.003.00 R02.15.003.00

30 Power Relay 02.01.008.00 02.01.008.00

31 Contactor 02.01.016.00

32 Transformer R02.17.002.00

33 Fuse (2 Pack) R02.03.001.02

34 Fuse Holder 02.03.004.00

35 Indicator Light, Blue

36 Indicator Light, Yellow 02.19.152.00 02.19.152.00 02.19.152.00

37 Jacket, Painted 04.06.087.00 04.06.087.00 04.06.089.00

Jacket, SS 04.06.088.00 04.06.088.00 04.06.090.00

38 Rear Plate, Painted 04.06.021.00 04.06.021.00 04.06.022.00

Rear Plate, SS 04.06.003A.00 04.06.003A.00 04.06.004A.00

39 Base, Painted 04.06.007.00 04.06.007.00 04.06.113.00

Base, SS 04.06.009.00 04.06.009.00 04.06.114.00

40 Base Front, Painted 04.06.076.00 04.06.076.00 04.06.081.00

Base Front, SS 04.06.077.00 04.06.077.00 04.06.082.00

41 Front Cover For Two Indicator 04.06.070.00 04.06.070.00 04.06.073.00

Lights, S. S.

Front Cover For One Indicator 04.06.072.00 04.06.072.00

Light, SS

42 Bottom Cover, Painted 04.06.015.00 04.06.015.00 04.06.016.00

Bottom Cover, SS 04.06.017.00 04.06.017.00 04.06.018.00

Electrical Diagram with LWCO HCI-1869 HCI-1869 HCI-3026

Electrical Diagram w/o LWCO HCI-780 HCI-780 HCI-989
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ITEM PART
NO. NO. DESCRIPTION
1 R02.01.029.00 Float Switch

2 02.15.012.00 Terminal Block 8-Pole

3 05.01.019.00 Motor Bearing Lube

4 05.30.019.00 Knob, Control (2 qty.)

5 R05.30.050.00 Fill Cup w/Cover

6 R03.40.054.00 Plastic Drain Tube Assembly

7 02.16.049.00 Temperature Drum Display

8 03.40.051.00 Hose, Reservoir

9 04.17.122.00 Wire Support Frame (2 qty.)

10 04.17.144.00 Adjustable Angle Slide (14 qty.)

11 04.17.130.00 Caster, Swivel, 3" (Standard) (4 qty.)

12 R04.14.221.00 Mounting Bracket, Caster (4 qty.) 

13 R03.40.055.00 Ceiling Drain Assembly

14 02.16.002.00 Temperature Control

15 02.16.021.00 Humidity Control

16 02.20.206.00 Cord Grip

17 04.17.193.00 Hood, Painted

18 04.17.196.00 Hood, SS (Optional)

19 05.30.007.00 Legs, Plastic (Optional) (4 qty.)

20 05.04.354.00 Hose Clamp (2 qty.)

21 R03.40.052.00 Connector, Hose

22 R04.17.143.00 Wire Rack, 6-Shelf (Optional)

23* R05.30.012.00 Door Handle Assembly (1-2 qty.)

24* R00.01.0110.00 Hinge Kit Assembly (1-2 qty.)

25* R00.01.0105.00 Door Gasket Assembly (1-2 qty.)

26* R00.01.0102.00 Glass Door Assembly (Complete) 

(1-2 qty.)

ITEM PART
NO. NO. DESCRIPTION
27 R04.17.180.00 Recessed Caster 

w/Hardware (4 qty.)

28 R04.17.181.00 Mounting Bracket for 

Recessed Caster (2 qty.) 

29* 05.30.005.00 Magnet, Door (1-2 qty.)

30 05.06.028.00 Gasket, Air Chamber (4')

31 05.06.028.00 Gasket, Water Chamber (4')

32 R02.05.002.00 Element, 600 Watt, 

Water Heating

33† R02.05.007.00 Element, 1050 Watt, 

Air Heating

34 02.01.028.00 Control Relay

35‡ R02.12.003.00 Blower Motor

36 02.18.035.00 Power Cord w/Plug

37 02.19.015.00 Rocker Switch, On/Off

38 02.19.070R.00 Indicator Light, Red

39 02.19.070G.00 Indicator Light, Green

03.40.035.00 Solenoid Valve 

(for Auto-Fill) (Optional)

HS1-3231 Wiring Diagram

*  FSHC-1 is a one door unit.  FSHC-2 is a two door unit.

†  Units built before December, 1987 consult factory

‡  120 Volt units manufactured on or before June, 

1988 use part number 02.12.003B.00, Blower Motor.

365NO ONE WORKS HARDER TO KEEP YOU COOKING. ❘ WHALEY FOODSERVICE REPAIRS

HATCO
Flav-R-Savor ®

Portable Holding Cabinet

INFO AT YOUR FINGERTIPS!

Whaley Foodservice Repairs offers an online system of 
equipment parts, service manuals, wiring diagrams, and 
much more. 

You can even keep an electronic record of your maintenance
schedule. Go to www.whaleyfoodservice.com. Click 
the icon for online ordering.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice




